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PART: U.S. GOVERNMENT PROCUREMENTS

SUBPART: SUPPLI ES, EQUI PMENT AND NMATERI AL

CLASSCOD: 66--Instrunents and Laboratory Equi pnent

OFFADD: U.S. Departnent of Conmmerce/ National Oceanic and Atnospheric
Adm ni stration/ OFA/ AGFS/ AMD - OFA51, 1305 East West Hi ghway
- Station 7604, Silver Spring, Maryland 20910

SUBJECT: 66-- REPLACE PAPER TAPE PUN CH MECHANI SM I N THE FI SCHER&PORTER/ BELFO
(F&P) RAIN GAUGES W TH | NSTRUMENTATI ON

SCOL 52- DG\W 0- 90036

DUE 072800

PCC El eanor E. Kaul, Contract Specialist, 301/713-0823 x142,
fax 301/713-0806 or emmil El eanor. E. Kaul @gf. noaa. gov

DESC. The Departnment of Conmerce (DOC), National Oceanic & Atnospheric
Admi nistration (NOAA), National Wather Service (NWS) desires
to replace the paper tape punch nmechanismin the Fischer and
Porter/Belfort (F&P) rain gauges with instrunmentation that
will interface with the F&P gauge, display the current readings,
and store the precipitation accunul ation data on a renpvabl e
storage device for manual pickup and delivery. The NWS al so
wi shes to acquire an optional wrel ess display and comruni cati ons
unit for renote display of the data and for tel ephone nodem
transnission of the data to a renote data coll ection conputer
The instrumentation, when installed in an F&P (nodel s 35-1558
and 35-1559) precipitation gauge, shall be capabl e of nmeasuring
and reporting accunul ated precipitation for a range of 0 to
19.9 inches at an accuracy of 0.1" with a resolution of 0.01".
In order to retain the weighing characteristics of the gauge,
t he wei ghing mechanismw |l remain unnodified. The sensor shal
be interfaced to the existing weighting nmechanismto provide
t he desired measurenent. The wei ghing mechanismis a parall el
arm spring bal anced assenbly that noves about 1.24" vertically
for no-load to full-load conditions. The sensor shall use the
nmovenent of existing nechanical assenblies to sense the captured
precipitation. The instrunentation shall automatically coll ect
measurements from sensors (the F&P upgrade sensor and ot hers)
and manual event notations fromthe observer, log and tag al
data, and store the data on a renovable data nmedia for transport
to a |l ocal Wather Forecast O fice. The instrumentation shal
comuni cate over a wireless link to the optional display and
comruni cations unit | ocated nearby. The system shall be able
to retain 100 days of data and operate for 30 days on battery
alone in the event of power failures. The equi pnment shall operate
over the whol e range of environnental conditions as experienced
by any location in the United States and its territories, and
shall neet the conditions defined in the Specification. The
Governnment intends to procure the instrunmentation and optionally,
the renote units, as defined in the Statenent O Wrk (SON
and the Specification. The Governnent initially will procure
a small nunber of these systens, up to 24, for evaluation in
support of the procurenent for an additional 1,800 units. Copies
of the Specifications will be available on or about June 23,
2000, at http://ww.rdc. noaa. gov/ ~adnf SOLI NDEX. HTML or by contacti ng
El eanor Kaul on 301/713-0823 x142 or via fax on 301/713-0806
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or via email at El eanor. E. Kaul @gf. noaa.gov. Award will be
made by firmfixed price, Indefinite Delivery/lIndefinite Quantity
(IDIQ, negotiated contract.
LI NKURL: http://ww.rdc. noaa. gov/ ~adnm SOLI NDEX. HTML
LI NKDESC: Cick here to download the solicitation.
EMAI LADD: El eanor. E. Kaul @gf . noaa. gov
EMAI LDESC. Click here to contact the Contract Specialist via
e-mail .
CITE: (W151 SN459795)
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